20000305.ba v02_n822.bam.20000305 


>From ???@??? Sun Mar 5 02:09:56 2000 -0600 

Date: Sun, 5 Mar 2000 02:07:44 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch. com> 

Subject: BOATANCHORS digest 2822 

Message-Id: <20000305081636.0751D274AF@devel43.theporch. com> 


BOATANCHORS Digest 2822 
Topics covered in this issue include: 


1) Morrow AM Radio - need info please! 
by Michael Crestohl <mc@sover.net> 
2) Re: more ware... BC645 
by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
3) Another Trancon Mission Tonight? 
by "Christopher A.Bowne" <radiobwn@riconnect.com> 
4) East Coast Mil Radio Rally - Sept. 8/9/2000 (PRELIMINARY) 
by "Christopher A.Bowne" <radiobwn@riconnect.com> 
5) Re: recommissioning dynamotors 
by Arden Allen <gumbear@pacbell.net> 
6) Re: Remove Scratch in Plexi: How? 
by Arden Allen <gumbear@pacbell.net> 
7) Re: Remove Scratch in Plexi: How? 
by "Grant Youngman" <nq5t@home.com> 
8) Mic cable needed 
by Sandy Gerli <angerli@home.com> 
9) RCA 50-A Mike 
by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
10) Re: Mic cable needed 
by Arden Allen <gumbear@pacbell.net> 
11) Re: more ware... BC645 
by "Hue Miller" <kargokult@proaxis.com> 
12) More Warehouse Junk - BC-645A 
by "Richard Brunner" <rbrunner@gis.net> 
13) Re: Remove Scratch in Plexi: How? 
by Lenox Carruth <carruth@geo-thermal .com> 
14) 2 NC-300 mods 
by "Larry Bearse" <lbearse@mail1.nai.net> 
15) Re: 2 NC-300 mods 
by "russ dworakowski" <wb3fau@hotmail .com> 
16) sideband slicer for sale 
by Bob Roehrig <broehrig@admin. aurora. edu> 
17) Re: East Coast Mil Radio Rally - Sept. 8/9/2000 (PRELIMINARY) 
by "Ed Zeranski" <ezeran@concentric.net> 
18) RE: more ware... BC645 


by "Pete Ferrand" <pete@vermontel.net> 
19) Re: recommissioning dynamotors 

by "Ed Zeranski" <ezeran@concentric.net> 
20) Re: Mic cable needed 

by "Ed Zeranski" <ezeran@concentric.net> 
21) Re: SU Radar Era 

by Andre Guibert <aguibert@sympatico.ca> 
22) BC-645A R/T's: Fact or Fiction?? 

by "Herbert M. Rosenthal" <herbrose@lobo.net> 
23) Re: BC-645A R/T's: Fact or Fiction?? 

by "Hue Miller" <kargokult@proaxis.com> 


Message-Id: <4.2.2.20000304032716 .00d8b230@mail.sover.net> 
Date: Sat, 04 Mar 2000 03:32:04 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Michael Crestohl <mc@sover.net> 

Subject: Morrow AM Radio - need info please! 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hi Gang: 


I recently acquired a cute little Morrow AM radio. It is in very clean 
condition but one of the tubes is missing. If anyone has a schematic and 
can scan it and send it to me as a .jpg that would be great. However I 
need to know what tube goes into the 7-pin socket that is located right 
above the power cord entrance hole on the rear chassis apron or to describe 
it another way, the missing tube is directly behind the 6AQ5 which I am 
assuming is the audio amplifier. 


Thanks for any help. I am curious to see if this baby works as well as it 
looks. 


73, 


Michael Crestohl, WRC 
mc@sover.net 


Date: Sat, 4 Mar 2000 08:25:14 -0500 

From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
Message-Id: <200003041325.IAA12231@aa4rm.ba-watch.org.> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: more ware... BC645 


That was an IFF set that was never used. So gazillions came available 
unused in the 40s, 50s. 


Ran ~500mhz with a WE 368 doorknob I think. 


Finding those in new condx was like a trip thru a time machime 


Message-ID: <Q1BF85B8.2COD2980@dial51.pm3-v90.mystic.riconnect.com> 
From: "Christopher A.Bowne" <radiobwn@riconnect.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Another Trancon Mission Tonight? 

Date: Sat, 4 Mar 2000 08:50:16 -0500 


I'll have something (hopefully the BC-191) up on the 3570 ke rally point 
tonight at O100EST/2200PST for any transcon mil radio QSOs. Last week's 
Operation Transcon Chirp was quite successful, and want to keep the 
momentum up - hopefully make this type of operation a regular thing. 


73% 


Chris Bowne, AJ1G 
Stonington, CT 
radiobwn@riconnect.com 
AMI No. 211 


Message-ID: <0Q1BF85B8.2D53B340@dial51.pm3-v90.mystic.riconnect.com> 
From: "Christopher A.Bowne" <radiobwn@riconnect.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: East Coast Mil Radio Rally - Sept. 8/9/2000 (PRELIMINARY) 
Date: Sat, 4 Mar 2000 08:58:45 -0500 


Just a heads up - stay tuned for further info: 


Looks like an East Coast version of the California MRCG annual get-together 
is shaping up for Sept. 8/9 at the Tobyhanna PA Military Reservation, in 
conjunction with a military vehicle rally there on those dates. I'll pass 
on further details as they come in focus. It was pointed out on the OMRN 
session this morning that the dates are coincident with the fall AWA meet 
in Rochester, NY which runs from the 6th through the 10th. That may not be 
a bad thing, looks like enough overlap that one could partake in both 
events. 


73%, 


Chris Bowne, AJ1G 


Stonington, CT 
radiobwn@riconnect.com 
AMI No. 211 


Date: Sat, 04 Mar 2000 05:56:36 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: recommissioning dynamotors 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QFQWOOGVNI3CLK@mta3.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Bill (Willy?); 


Bile An ee thh On this ancient dynamotor that I have been restoring (BD-46), the 
manual 

> (yay, finally got a copy!) calls out for _oil_ in the bearing, not 

> grease. Essentially, it calls for two drops of oil every time you want to 


> use the darn thing! Qusetion being: can I put a modern synthetic 
> oil/grease/lubricant and forget about constant oiling? 


My guess is it depends on the type and condition of the bearing. If the 
bearing/shaft tends to throw off lubrication then an expensive super 
lubricant would be a waste of money. If your bearing needs frequent 
periodic lubrication it may be due to loss of lubricant rather than the 
lube going stale. Look for evidence of oil (or grease) being thrown out 
after some run time. If such is the case I would use an ordinary good 
quality lubricant and save some bux. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Date: Sat, 04 Mar 2000 06:06:24 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Remove Scratch in Plexi: How? 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QFQWOOGVQI3DLK@mta3.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Rich; 


> What's the best way to remove a scratch in plexiglass ? 


By grinding away the plastic until you are down to the level of the 
scratch. That's what you do when using a polishing compound. You simply 
remove the plastic adjacent to the scratch until the optical effect of a 
groove no longer appears. It usually takes a cautious approach so that you 
don't overdo the "grinding" process. For minor (barely visible) scratches 
I use Turtle Wax. For more prominent scratches I use Brasso and finish 
with Turtle Wax. For a really bad scratch I use a very fine wet/dry 
sandpaper and so on. Whatever you use make sure that everything is clean 
so that a captured piece of grit doesn't make more scratches. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


From: "Grant Youngman" <nq5t@home.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Sat, 4 Mar 2000 09:11:48 -0600 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 

Content-transfer-encoding: 7BIT 

Subject: Re: Remove Scratch in Plexi: How? 

Message-Id: <20000304151233.VCNU10089.1h2.rdc2.tx.home.com@c885064-a> 


> > What's the best way to remove a scratch in plexiglass ? 


Go to AES (http://www.tubesandmore.com) and order the "Micromesh" 
scratch removal product. If you have anything other than very minor 
scratches, this is the best plastic polishing product around -- about $20. 


It's also available from aircraft parts suppliers (like Aircraft Spruce, and 
others) -- if you happen to be into aircraft maintenance 


Grant 


Grant Youngman / NQ5T 
nq5t@home.com 

http://www. globeking.com 
Double Oak, TX -- nr Dallas 


Message-ID: <38C148F5.ECFD568B@home. com> 

Date: Sat, 04 Mar 2000 12:33:41 -0500 

From: Sandy Gerli <angerli@home.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Mic cable needed 

Content-Type: text/plain; charset=us-ascii 


Content-Transfer-Encoding: 7bit 
Hi, folks, 


I need to replace some mic cables. I could probably stand to get 50' 
of it. It's the good ol' black-jacketed cable containing a white 
w/shield and separate red and black wires, probably about 20 gauge. 
I'll bet Belden makes this, but I have no idea what number it is. 
I've got Newark, Mouser and Allied books, but cannot find anything 
close...yet... 


Could probably use a couple of coiled cords besides. 
Can someone point me in the right direction? 


Thanks es 73, 


Sandy Gerli, AC1Y 

500 Country Club Road 
Avon, CT 06001-2406 
(860) 675-5566 

E-Mail: angerli@home.com 


Life Member: ARRL, QCWA 

Collins Collectors Association 
Hallicrafters Collectors Association 
Intrepid Heathkit Aficionado 


Boatanchors are Ham Radio's living heritage! 

Restore something! Smell that hot solder! 

Better 'n booze... 

And, you can get up afterwards if you stay away from the B+!! 
Keep your finals dipped, now... 


Date: Sat, 4 Mar 2000 14:52:44 -0500 

From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
Message-Id: <200003041952 .0AA12642@aa4rm.ba-watch.org.> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RCA 50-A Mike 


AKA a MI4030-C 


A History Channel squib had one with FDR announcing VE day last 
night. Had a NBC flag atop. 


50-A looks like a yoked soupcan with a large diameter ring supporting the 


front screen. 
Anyone ever see one? 


A pal needs the clamp for the desktop base and the triple-pin rear 
audio connector. That connector looks like it'd fit a waffle-iron. 


Clamp basically skirts a 1" piece of tubing. 270deg. is mild-steel strap 
~1" wide & there's stylized cups on strap-ends that complete ~330deg.s 
One 'cup' has a 10-24 nut welded in for a bat-handled tightening screw. 
Other 'cup' just drilled. Assy. was actually browned steel like a 

rifle barrel. 


Will have base-clamp dwg. on web 
Thanks, 


Marty 


Date: Sat, 04 Mar 2000 13:42:02 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Mic cable needed 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QFQXO0080X2YBSA@mta4.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Sandy; 
> Can someone point me in the right direction? 


The helpful, well informed, peerless experts at Radio Shackles may be of 
help. You can go to <radioshack.com> and use the Product Finder to find 
what Cat. No. 278-356 is. Ok, I'll tell you. It's a coiled mic cord with 
one shielded and four unshielded conductors that can be stretched to about 
five feet before you get socked in the kisser by the mic plug. Cheap, too. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-ID: <0Q03£01bf8627$5fd1e160$6cc66ac6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: more ware... BC645 

Date: Sat, 4 Mar 2000 14:17:01 -0800 

MIME-Version: 1.0 


Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


eects Original Message----- 
From: Marty's Refl. Drop <polepeeg@aa4rm.ba-watch.org> 


|That was an IFF set that was never used. So gazillions came available 
|unused in the 40s, 50s. 


--Remember the G&G ads ? G&G was for years hyping this as the bargain 

of the century. You get A, and B, and C, and D, and a brand new, 450 MHz 
rig for only $19.95 (or whatever the nonbargain price was.) When you 
received your package, you found a light aluminum black box with some 
connectors on it. If G&G sold any of these, they sure made some profit on 
the deal, cuz they probably paid pennies for the things. 

I've seen a couple of the 450-MHz ham radio conversions of the set, and 
it's not a cabinet form that lends itself to graceful conversion. The 
converted sets looked like they were halfway to the garbage can already. 
Hue Miller 


Message-ID: <0Q08101bf862a$8£8575e0$£81e29d8@tneltcds> 
From: "Richard Brunner" <rbrunner@gis.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: More Warehouse Junk - BC-645A 
Date: Sat, 4 Mar 2000 17:38:58 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


"Made one more trip to our hazardous waste site here and brought back a 
couple of BC-645A R/T's which were brand new in the original 1945 boxes" 


There is a heating element / destruction-thing with a red wire on it mounted 
in the base which will reduce it to rubble and probably burn your house 
down, so don't put voltage on it. I have never seen the destruction-thing 
in action, but it should be spectacular. The interesting tube in the 
transmitter is a 316A "doorknob" triode. 


Richard Brunner, AA1P, rbrunner@gis.net 


Message-ID: <38C1A13D.9A5B8423@ge0-thermal . com> 


Date: Sat, 04 Mar 2000 17:50:21 -0600 

From: Lenox Carruth <carruth@geo-thermal.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Remove Scratch in Plexi: How? 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I have used Novus plastic polish and it works well. There are three 
grades: #41 is just a cleaner, anti-static, etc.; #2 removes fine 
scratches; and #3 removes deeper scratches. Most Fixed Base Operators 
have the stuff as it is used on aircraft windows. You an also get it 
from AES. 


I cleaned a clear dial bezel on an old Hallicrafters that was so bad you 
could not see through it. Now it is clear and only slightly yellow. 


Lenox Carruth Dallas, TX carruth@geo-thermal.com 
Collector of WW-II Communications Equipment and Memorabilia 


Wanted: TBX accessories, GY-11, WW-II Link A-12 Sextant 


Message-ID: <001b01bf863c$fefebb90$b92396d1@thecave> 
From: "Larry Bearse" <lbearse@mail1.nai.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: 2 NC-300 mods 
Date: Sat, 4 Mar 2000 19:51:41 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I came across a couple of NC-300 mods in one of my NC-300 manuals, I wonder 
if anyone of you have tried these? One of the mods is a £1ix for the 
oversensitive S-meter and the other is of unknown purpose, it is just 
pencilled onto the schematic without any notes. That mod involves an extra 
diode and capacitor in the 6AL5 circuitry. Don't know if either mod is in 
either of my NC-300's as yet, but will I find out soon enough. Please look 
at the links: 


http: //w3.nai.net/~lbearse/diode. gif 


http: //w3.nai.net/~lbearse/meter. gif 


What do the National experts say?............ TS 2S Bale ad Larry WA1LGQ 


Message-ID: <20000305022410 .88096.qmail@hotmail .com> 
From: "russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: 2 NC-300 mods 

Date: Sat, 04 Mar 2000 21:24:10 EST 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 


Everyone appreciates the inflated signal reports. 


>From: "Larry Bearse" <lbearse@mail1.nai.net> 

>Reply-To: lbearse@mail1.nai.net 

>To: Old Tube Radios <boatanchors@theporch. com> 

>Subject: 2 NC-300 mods 

>Date: Sat, 4 Mar 2000 19:51:41 -0500 

> 

> I came across a couple of NC-300 mods in one of my NC-300 manuals, I 
>wonder 

>if anyone of you have tried these? One of the mods is a fix for the 
>oversensitive S-meter and the other is of unknown purpose, it is just 
>pencilled onto the schematic without any notes. That mod involves an extra 
>diode and capacitor in the 6AL5 circuitry. Don't know if either mod is in 
>either of my NC-300's as yet, but will I find out soon enough. Please look 
>at the links: 


> 

> http: //w3.nai.net/~lbearse/diode. gif 

> 

>http://w3.nai.net/~lbearse/meter. gif 

> 

> 

> What do the National experts say?............ TB int oils ia ae Larry WA1LGQ 
> 


Date: Sat, 4 Mar 2000 20:26:53 -0600 (CST) 
From: Bob Roehrig <broehrig@admin.aurora.edu> 


To: Old Tube Radios <boatanchors@theporch.com> 

Subject: sideband slicer for sale 

Message-ID: <Pine.OSF.3.96.1000304202339 .29808B-100000@admin. aurora. edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


More shack cleanout. I have one Central Electronics Sideband Slicer. I 
think they call it the model A. It has the Q multiplier built in, and 
also has the outboard plug-in converter module AP-2. This converts any 
IF frequency to the slicer's IF frequency. Asking $75.00 plus shipping. 
Manual copy included. 


"Nostalgia is a thing of the past" 
E-mail: broehrig@admin.aurora.edu or k9eui@arrl.net 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-4222 
PLEASE PUT ALL REPLIES IN ASCII TEXT ONLY 


Message-ID: <002701bf8652$6a3bafcO$9ca5fea9@g5p3m4> 
From: "Ed Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: East Coast Mil Radio Rally - Sept. 8/9/2000 (PRELIMINARY) 
Date: Sat, 4 Mar 2000 19:25:08 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


sees Original Message----- 

From: Christopher A.Bowne <radiobwn@riconnect.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Saturday, March 04, 2000 6:04 AM 

Subject: East Coast Mil Radio Rally - Sept. 8/9/2000 (PRELIMINARY) 


>Just a heads up - stay tuned for further info: 

> 

>Looks like an East Coast version of the California MRCG annual get-together 
>is shaping up for Sept. 8/9 at the Tobyhanna PA Military Reservation, in 
>conjunction with a military vehicle rally there on those 


>73, 


>Chris Bowne, AJ1G 


>Stonington, CT 
>radiobwn@riconnect.com 
>AMI No. 211 


WAHOO! Good deal! I've never been to the vehicle rally at the 'TOAD', 
only been there on bizniss, but friends who work there say its killer. 


From: "Pete Ferrand" <pete@vermontel.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: more ware... BC645 

Date: Sat, 4 Mar 2000 22:26:46 -0500 

Message-ID: <NDBBINAMKKBBCHMFOAJBAEIOEDAA. pete@vermontel.net> 


|That was an IFF set that was never used. So 
gazillions came available 
|unused in the 40s, 50s. 


VVVV VV 


There was this long story you can track down if you care about how 
the confidential aspects of the operation of this set were 
compromised before it could be deployed, thus rendering it 
useless. 


--Remember the G&G ads ? G&G was for years hyping this 
as the bargain 

of the century. You get A, and B, and C, and D, anda 
brand new, 450 MHz 

rig for only $19.95 (or whatever the nonbargain price 
was.) When you 

received your package, you found a light aluminum black 
box with some 

connectors on it. 


VV VV VV VV VV WV 


Yes, they did have pallet loads of these. I saw them the last time 
I was there but bypassed that in favor of some kind of dual 832 or 
832-829B IFF set that I got sort-of working as a 2M transverter. 
The really impressive thing about that place was an ancient 
cable-controlled elevator the old man who ran the place was unable 
to stop less than eight inches from the floor level. (Only in NY) 
This was in later years, after they had moved north of the old 


radio row. 


-Pete 

WB2QLL 

Plainfield, NH 
pete@vermontel.net 


Message-ID: <002c01b£8657$71b187cO$9cab5fea9@g5p3m4> 
From: "Ed Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: recommissioning dynamotors 
Date: Sat, 4 Mar 2000 20:01:09 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1so0-8859-1" 
Content-Transfer-Encoding: 7bit 


eros Original Message----- 

From: Arden Allen <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Saturday, March 04, 2000 6:13 AM 
Subject: Re: recommissioning dynamotors 


>Hi Bill (Willy?); 

> 

DOE gi doe beats On this ancient dynamotor that I have been restoring (BD-46), the 
>manual 

>> (yay, finally got a copy!) calls out for _oil_ in the bearing, not 

>> grease. Essentially, it calls for two drops of oil every time you want to 


>> use the darn thing! Qusetion being: can I put a modern synthetic 
>> oil/grease/lubricant and forget about constant oiling? 


>My guess is it depends on the type and condition of the bearing>Arden 
Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Arden, 


Howdy from about to rain San Diego!! Inside the endbells of TCS 
dynos they call out Standard Oil's 'ANDOC C' grease with the instructions to 
lube but not pack the bearings. ANDOC C specified in the 1943 dynamotors is 
still made but..... try to get it in less than a 5gal bucket. The ANDOC seems 
to be tailored for high speed high temp applications, you can get the 


product fact sheet off the web. Not being a lube expert I can only guess at 
what some of the info meant but the two that stood out were low starting 
load (not exact words but close...been a while) and a factor of ‘roping’. 
Would guess that roping meant the grease would form a ‘flowing band' through 
the bearing and not get spritzed out where it wouldn't be working when at 
speed..... again just guessing. The local grease guys suggested HS wheel 
bearing grease, which I'm trying, or a MOBIL product that is available in 
51b cans. Back a few years I worked around aircraft on funny boxes you 
couldn't let folks see but do remember they used synthetics on all the high 
speed turbine stuff so synthetics should work on mere dynos. Also a few 
years back Mike Hanz wrote an ER piece abt redoing dynamotors which might 
reference a lube product. 


Arden, another thing, I finally found the BNC/GR adapters back in the 
heap. You still want the things? Its been a few months since the email but 
there is sometimes a gap between remembering I have stuff, getting time to 
look, then actually finding said item. One of these days I just gotta get 
organized. I went to the swap at Santee today with the idea of finding 
small bits, knobs, etc but the threat of weather kept the turn out of 
sellers and buyers small. It wasn't a waste though, saw some BA type folks, 
ran into a friend or three and picked up another TRAM Titan II tube CB. CB 
is a bad word but TRAM stuff is very interesting and well engineered. The 
last one I had was a joke gift from a friend because I liked "That Old 
Tube Junk." When I asked abt it on the web about 90 emails popped up. 
Eventually I swapped for an EICO 730 modulator and I think the TRAM was conv 
to 10mtrs. The silly things do U/L SSB, DSBSC, and use Collins filters. 


Message-ID: <0Q03d01bf8658$8ab00a20$9ca5fea9@g5p3m4> 
From: "Ed Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Mic cable needed 
Date: Sat, 4 Mar 2000 20:09:00 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


sss Original Message----- 

From: Sandy Gerli <angerli@home.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Saturday, March 04, 2000 9:40 AM 
Subject: Mic cable needed 


>Hi, folks, 
> 


>I need to replace some mic cables. I could probably stand to get 50' 
>of it. It's the good ol' black-jacketed cable containing a white 
>w/shield and separate red and black wires, probably about 20 gauge. 
>I'll bet Belden makes this, but I have no idea what number it is. 
>I've got Newark, Mouser and Allied books, but cannot find anything 
>close...yet... 

> 

>Could probably use a couple of coiled cords besides. 

> 

>Can someone point me in the right direction? 

> 

>Thanks es 73, 

> 

Sa 

>Sandy Gerli, AC1Y 


Sandy, 


If no other info shows up I have the Belden and Alpha wire books at 
work. Am pretty sure Belden has a website with a catalog online and 
available in .pdf. Try the usual www.belden.com or go to www.dogpile.com 
then launch a search from there. Well............. Buenas Luckas! and Happy 
BoatAnchoring. 


Date: Sat, 4 Mar 2000 23:08:32 -0500 (EST) 

Message-Id: <1.5.4.16.19800104235623 .268£1930@pop1.sympatico.ca> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Andre Guibert <aguibert@sympatico.ca> 

Subject: Re: SU Radar Era 


Bonsoir to All 

A "friend" asked me if the SU radar was used in WW2? 
Also when the SP600 got in the picture? 

Will welcome info. on the subjects. 

Andre 


Still looking for a R1082/T1083 


Andre Guibert 
aguibert@sympatico.ca 


Message-ID: <38C21298.52A6@lobo.net> 
Date: Sun, 05 Mar 2000 00:54:20 -0700 


From: "Herbert M. Rosenthal" <herbrose@lobo.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: BC-645A R/T's: Fact or Fiction?? 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Paul, W2TUs roaming through the warehouse and finding the BC-645A R/T's 
took me to my surplus manual to look up the schematic. 


Sure enough, that's the critter with the WE 316A 'doorknob' tube, a 955 
‘acorn' rx lo, a bunch of locktals, and a solenoid-operated shorting bar 
to change the length of the 470-495 MC (in those days) oscillator 
tuning. 


Shades of my childhood (16) in Syracuse, after WWII (W2PIV). We could go 
to the GE junkyard and buy surplus for $1 per pound. Some of the piles 
were indoors, and some were out in the open. I remember buying panel 
meters that were submerged in a barrel in rainwater, emptying them and 
drying them in my mom's gas oven with just the pilot light, for about a 
week. I used them for years. 


That was the time of the 2 1/2 meter regens and am-modulated 
oscillators. It didn't take much to modify the 645s to make a nice 
transceiver. Stability was not a factor, and you could really tell if 
someone across town was listening because you could hear his regen osc 
for miles. The ham club finally got everyone who had one of these to add 
a preamp on receive, and this helped quiet things down. I remember the 
rigs used a Stancor audio input transformer that had one winding for a 
carbon mike and another for the rx audio. Fifty k ohm wirewound pot for 
the regen control that was always scratchy, even when bypassed. 


There must have been a gazillion of the 645s used for everything 
imaginable by the guys in town-until CQ ran a warning-must have been in 
1946-7-8 time frame, reporting that some kids had bought 645s on Canal 
or Vesey street in NYC, and when they hooked the family car battery to 
the big red wire that exited from a grommeted hole on the chassis, they 
set off a squib that set the magnesium chassis on fire, and caused some 
harm to them or damage to their homes. 


Soon the word got out about this, true or false, that the chassis were 
not aluminum (the nice louvred cover was), but magnesium, and it should 
not be drilled or cut, for fear it was set afire-and once on fire could 
not be extinguished... 


The story explained that these were super-secret IFF units and were 
connected to destruct switches which were to be used if a plane was to 
ditch, crash, etc. If you think about it, car batteries were 6 volt for 


the most, and aircraft batteries were 28 volt, so I wonder about whether 
the squib actually ignited.... 


I do remember trying to burn some scrapings from the chassis after the 
story came out, but don't remember the results. Perhaps Paul can 
enlighten us (no pun intended). 


And I also heard that these units never made it into combat because 
their secret had been comprimised by some spies working at the GE 
Syracuse plant. 


I'd be interested in knowing whether any of the BAers have any 
recollections of this saga of the BC-645... the squibs, magnesium 
chassis, etc... long ago and far away... but we used the rigs until 
crystal control for 2 1/2M came along. 


By the way, Paul, red wire? 


Herb Rosenthal W5AN 


Message-ID: <0Q05101bf£867b$96£066e0$c2c76ac6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: BC-645A R/T's: Fact or Fiction?? 
Date: Sun, 5 Mar 2000 00:19:51 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


mre Original Message----- 
From: Herbert M. Rosenthal <herbrose@lobo.net> 


|I'd be interested in knowing whether any of the BAers have any 
|recollections of this saga of the BC-645... the squibs, magnesium 
|chassis, 


--Judging from the hacked chassis of modified 
BC-645s i have seen, there was not any danger 

in hacking the metal. Also- would the factory 
really have shipped new boxed units with the 
blasters in place??? 

G&G i believe had that hypefilled description in 
their magazine ads and in their catalog right up 
to the end. Wonder how many 10s of these things 
went to some dump or smelter. 


BTW, 1 recently looked inside one of those class- 

D (?) citizens band rigs, the superregen ones by? 
(memory glitch right now....) and i tell you, the 
prospect of depending on one's frequency being 

set by a paix of parallel copper wires is really scarey. 
Hue Miller 


End of BOATANCHORS Digest 2822 
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